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DATA SHEFET

MSL-R series (201-300nm)

SINGLE LONGITUDINAL MODE LASER

All solid state single longitudinal mode laser is made features of ultra compact, easy operating, high
power and staiblity, which is perfect for flow cytometry, spectrum analysis, microscopy, semiconductor
inspection, cell sorting, optical instrument, , physics experiment, etc.
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CLASS IV LASER PRODUCT

This device complles with 21 CFR 1010 and 1040
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SPECIFICATIONS e T T
Wavelength (nm) 261+1
Output power (mW)! 1-5

Power stability (rms, 4 hours+3°C)

<3%, <2%, <1%

Transverse mode TEMoo
Longitudinal mode Single
Operating mode CwW
Spectral line width (nm) <5MHz
Coherent length (m) >50

Noise of amplitude (rms, 20Hz-20MHz)

<1%, <0.5%

M2 <12
Beam diameter at the aperture (1/¢2, mm) <l.5
Beam divergence, full angle (mrad) <1.0

Polarization ratio

>100:1 Vertical (Horizontal optional)

Pointing Stability(urad)

(over 2 hours after warm-up and £3°C) <30
Pointing Stability Over Temperature(prad/°C) <8
Beam height from base plate (mm) 100
Warm-up time (minutes) <15
Cooled method (Water cooled) WCH-580
Operating Temperature (°C) 20-30
Operating voltage (VDC) 12V/ 25A
Expected lifetime (hours) >10000

Website: http://www.cnilaser.com

E-mail: sales@cnilaser.com  Tel: +86-431-85603799  Fax: +86-431-89216068
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LASER HEAD (DRIVER Integrated)

POWER SUPPLY (100-240VAC) optional

WATER CHILLER (WCH-580)

Light outlet

ol q
I ?_I s q EE——n
261 438
301 439
250

Do ma | 4-7X9

(b o

439(L) x301(W) x145(H) mm?®, 22.0kg

2-m4
2
3
65 64
199
*KW 4-M4
o
o+ g
|1 b
[ 150 24| I
K
2-M4 E
17 57

199(L)x99(W)x50(H) mm?, 1.0kg

Liquid window Filler
Handle
Display Airinlet
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Drain Dimension: mm

345 (L) x248 (W) x215(H) mm?, 10.5kg

1 Any power level can be selected in this range.

2 Fixed output power.
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